
High Temperature Resistance LED Light 

INUI's high temperature resistance LED light is designed with customize materials with 
our own technology for extraordinary heat application use,it can survive in high 
temperatures up to 90 Degree Celsius (194  Fahrenheit ) and widely used for foundry, 
smelting plants, paper mills, oil & gas station and Chemical plant lighting.

-65℃ to 90 ℃ （-85°F to 194°F） High temp. resistance light



Specification

Power: 100w/150w/200w//300w/400w/500w

Input 90-295V AC,costup for 380V/480V AC

Power Factor >=0.95

Light source: Customize Bridgelux chip

Driver: Customize Inventronics driver

Beam angle: 25/40/60/90/120 degree

CCT: 2700-3500K ,5000-7500K

Lumen efficiency 170lm/w

Lifespan > 80000 hrs

IP rating IP68

CRI 80

Features

Our custom materials allow this range of industrial indoor bay fixtures to function normally 
at  -65℃ (-85°F) to 90 ℃ (194°F）

Under driven components to maximize reduced heat production

Solid state design

Hook mounted or pendant adapter,customize bracket also available as an option

ETL listed with 5 years warranty

• LED chip with gold wire free technology

Customize solid state LED chip adopts a wire free 
package for excellent heat resistance to guarantee 
operation at a high operating temperature 90ºC (194ºF), 
and replace the plastic with metal can also improve the 
lifespan of our lights for using it in high temperature up to 
90ºC (194ºF)
We only use 50% capacity of the rated power to 
help reduce the heat production of the LED chip.



• Open structure- better wind resistance ability

With precise optic lens, 90% of the light can reach 
on the ground, very little wasted and causing 
almost zero light pollution, that is the key reason 
why our light is 30%-50% brighter than other LED 
lights in this market,especially for long distance 
lighting.

Slim gap exists in each LED module allow the heat 
from the LED chip to dissipate easily, it improves the 
lifespan and allows it to work in high temperatures up 
to 90 Celsius

• 6th generation optic lens

• Solide state of the driver

Under driven driver-only uses  50% capacity of the 
rated power to reduce the heat production, for 
example, 100w LED light use 200w power supply

The aluminum fins are extended at the base of the 
heat source (the root of led chip) to drive the heat 
out and improve the heat dissipation.

• Unique heat sink technology

• Link for test video

https://www.youtube.com/watch?v=Hj9lLw-lP0o



Item No. HTRL-100 POWER 100W

Light source Customize 
Bridgelux 

Input Voltage 90-295VAC 50-
60HZ

Power Factor ( PF) >= 0.95 Power efficiency >=90%

Light angle 25° / 40° / 60° / 
90°

Colour 
temperature

2700-3500K 
5000-7500K

Colour Index (CRI) 80 Lumen efficiency 170lm/w

Luminous Flux (TYP) 17000 LM IP rating IP68

Work Temperature -40 ℃ ~65℃ Storage 
temperature

-60℃ ~ 80℃

Work Humidity 10%~90~ RH Light Attenuation 
( 80000 h)

30%

Life span >=80000 hrs N.W (kg) 6.4

Light body size(L*W*H) 30x29x21cm G.W (kg） 7.9

Package size (L*W*H)  41x39x35 cm Warranty 3 yrs

100W Heat Resistance Light 





Item No. HTRL-300 POWER 300W

Light source Customize 
Bridgelux 

Input Voltage 90-295VAC 50-
60HZ

Power Factor ( PF) >= 0.95 Power efficiency >=90%

Light angle 25° / 40° / 60° / 
90°

Colour 
temperature

2700-3500K 
5000-7500K

Colour Index (CRI) 80 Lumen efficiency 170lm/w

Luminous Flux (TYP) 51000 LM IP rating IP68

Work Temperature -40 ℃ ~65℃ Storage 
temperature

-60℃ ~ 80℃

Work Humidity 10%~90~ RH Light Attenuation 
( 80000 h)

30%

Life span >=80000 hrs N.W (kg) 17.7

Light body size(L*W*H) 55x42x21cm G.W (kg） 24.4

Package size (L*W*H)  64x51x35 cm Warranty 3 yrs

300W Heat Resistance Light 



Item No. HTRL-400 / HTRL-500 POWER 400W or 500W

Light source Customize 
Bridgelux 

Input Voltage 90-295VAC 50-
60HZ

Power Factor ( PF) >= 0.95 Power efficiency >=90%

Light angle 25° / 40° / 60° / 
90°

Colour 
temperature

2700-3500K 
5000-7500K

Colour Index (CRI) 80 Lumen efficiency 170lm/w

Luminous Flux (TYP) 68000 - 85000 LM IP rating IP68

Work Temperature -40 ℃ ~65℃ Storage 
temperature

-60℃ ~ 80℃

Work Humidity 10%~90~ RH Light Attenuation 
( 80000 h)

30%

Life span >=80000 hrs N.W (kg) 20.7

Light body size(L*W*H) 55x55x21cm G.W (kg） 29.6

Package size (L*W*H)  64x64x35 cm Warranty 3 yrs

400W / 500W Heat Resistance Light 



Test Picture

Application




